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ACCESSIBLE EXIT
SPECIFICATIONS
SKU: CL-AccEx

Range: Classic

Dimensions: 210mmW x 180mmH

Braille Translation: Accessible exit

Corner Radius: 2mm

Finishing Options: 1mm VHB tape tabs to rear
        Ma�e clear coat

Standard Warranty: 12 months*

3mm Ma�e Black Acrylic 210mmW x 180mmH CL-MBA-AccExUpon application

1.6mm Satin Black Anodised Aluminium 210mmW x 180mmH CL-SBAL-AccExUpon application

3mm Ma�e Accessible Blue Acrylic 210mmW x 180mmH CL-MABA-AccExUpon application

3mm Ma�e White Acrylic 210mmW x 180mmH CL-MWA-AccExUpon application

3mm Ma�e Silver Acrylic 210mmW x 180mmH CL-MSA-AccExUpon application

1.6mm Satin Natural Anodised Aluminium 210mmW x 180mmH CL-SNAL-AccExUpon application

1.6mm Stainless Steel, Ma�e Clear Lacquer 210mmW x 180mmH CL-SS-AccExUpon application

AVAILABLE STANDARD VARIANTS

MATERIAL DIMENSIONS SKUPRICE

Acrylic - 3mm, 6mm, 10mm, multi-layered Wide range of pre-coloured ma�e or satin (3mm sheet only) / 2-pac painted

Bamboo - 2.5mm, 5mm Natural or carbonised with 2-pac clear coat

Aluminium - 2mm, 3mm, 6mm Pre-coloured anodised / 2-pac painted

Stainless Steel - 1.2mm, 1.6mm, 2mm Ma�e clear lacquer / 2-pac clear coat

CUSTOMISATION OPTIONS (PRICED PER PROJECT)

MATERIALS FINISHES

*For 5 year standard warranty, please enquire about our 2-pac 
painted signs. Extended warranty available on custom products.

**Trade account required



SKU: CL-MBA-AccEx SKU: CL-SBAL-AccEx

SKU: CL-MWA-AccEx SKU: CL-MABA-AccEx

SKU: CL-MSA-AccEx SKU: CL-SNAL-AccEx

SKU: CL-SS-AccEx


